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Water levels are stabilized below the 1,150-metre-level haul way and 1,272-metre-level hanging-wall 
drift, enabling access for drilling, with two rigs targeting the Série Récurrente and Big Zinc 
mineralization.  
 
Figure 9: Commissioning of pump station at the 1,144-metre level. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Figure 10: Testing 54-kilowatt Flygt pump in test pit. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 



 15 

Figure 11: Ventilation shaft fan refurbishment. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Environmental studies 
 
Golder Associates was engaged in early 2014 to conduct an IFC-compliant ESHIA baseline study to 
determine the impact of previous mining activities by Gécamines and provide a baseline for the 
future. A year-long environmental monitoring and sampling program was completed in Q1 2015, with 
a final report expected in Q2 2015. 
 
Monitoring of surface and groundwater, air quality and climate is continuing to meet DRC regulatory 
reporting requirements. 
 
Confirmatory and exploration drilling  
 
Ivanhoe’s underground drilling program at Kipushi is designed to confirm and update the mine’s 
estimated historical resources and to further expand the resources along strike and at depth. 
 
A total of 4,140 metres in 11 drill holes were completed in Q1 2015 in the Big Zinc and Nord Riche 
zones. A total of 17,413 metres of drilling had been completed in 81 holes by the end of Q1 2015. 

 
 
 
 
 
 
 
 
 


